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Section 1 - Product Overview

Product Overview
Package Contents

« DCS-930L Wireless N Network Camera
« CATS5 Ethernet Cable

-« Power Adapter

« Manual and Software on CD

« Quick Install Guide

« Mounting Kit

Note: Using a power supply with a different voltage than the one included with your
product will cause damage and void the warranty for this product.

If any of the above items are missing, please contact your reseller.

System Requirements

- Computer with Microsoft Windows® 8/7/Vista, or Mac with OS X 10.6 or higher

« PC with 1.3GHz or above and at least 128MB RAM

« Internet Explorer 7, Firefox 12, Safari 6, or Chrome 20 or higher version with Java installed and enabled
« Existing 10/100 Ethernet-based network or 802.11b/g/n wireless network

D-Link DCS-930L User Manual



Section 1 - Product Overview

Introduction

Congratulations on your purchase of the DCS-930L Wireless N Network Camera. The DCS-930L is a versatile and unique solution
for your small office or home. Unlike a standard webcam, the DCS-930L is a complete system with a built-in CPU and web
server that transmits high quality video images for security and surveillance. The DCS-930L can be accessed remotely, and
controlled from any PC/Notebook over your local network or through the Internet via a web browser. The simple installation
and intuitive web-based interface offer easy integration with your Ethernet/Fast Ethernet or 802.11b/g/n wireless network.
The DCS-930L also comes with remote monitoring and motion/sound detection features for a complete and cost-effective
home security solution.

D-Link DCS-930L User Manual 6



Section 1 - Product Overview

Features

Simple to Use
The DCS-930L is a stand-alone system with a built-in CPU, requiring no special hardware or software such as PC frame grabber cards. The DCS-930L
supports both ActiveX mode for Internet Explorer and Java mode for other browsers such as Firefox® and Safari®.

Supports a Variety of Platforms
Supporting TCP/IP networking, HTTP, and other Internet related protocols. The DCS-930L can also be integrated easily into other Internet/Intranet
applications because of its standards-based features.

802.11n Wireless or Ethernet/Fast Ethernet Support

The DCS-930L offers wireless 802.11n and Ethernet/Fast Ethernet connectivity, making the DCS-930L easy to integrate into your existing network
environment. The DCS-930L works with a 10Mbps Ethernet based network or 100Mbps Fast Ethernet based network for traditional wired environments,
and works with 802.11n routers or access points for added flexibility. The Site Survey feature also allows you to view and connect to any available
wireless networks.

Web Configuration
Using a standard Web browser, administrators can configure and manage the Network Camera directly from its own Web page via Intranet or
Internet. This means you can access your DCS-930L anytime, anywhere in the world.

Broad Range of Applications

With today’s high-speed Internet services, the Network Camera can provide the ideal solution for delivering live video images over the Intranet and
Internet for remote monitoring. The Network Camera allows remote access using a Web browser for live image viewing, and allows the administrator
to manage and control the Network Camera anytime, anywhere in the world. Many applications exist, including industrial and public monitoring
of homes, offices, banks, hospitals, child-care centers, and amusement parks.

Remote Monitoring Utility

The D-ViewCam application adds enhanced features and functionality for the Network Camera and allows administrators to configure and access
the Network Camera from a remote site via Intranet or Internet. Other features include image monitoring, recording images to a hard drive, viewing
up to 32 cameras on one screen, and taking snapshots.

D-Link DCS-930L User Manual 7



Section 1 - Product Overview

Hardware Overview
Front View

Camera Lens

Microphone
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Section 1 - Product Overview

Power Receptor

Rear View

DCS-930L

PIN: BCSA30LLM
HW Ver.: B1, P
SIN: PVSSYMOO
1 HRIRETE I A
FCC ID: KA2CSE
IC: 4216A-C593:
Model: DCS-9301
Made In China

o .— Ethernet Port

Power and Link LED

(1] 4
i © i)
- «—— Reset
Fg | .\
WPS LED

WPS Button

Camera Stand
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Section 2 - Installation

Installation

There are three ways to set up your camera:

Zero Configuration Setup: If you have a mydlink-enabled router (D-Link cloud router), this is the easiest way to set up
your camera. Refer to “Zero Configuration Setup”on page 12.

Camera Installation Wizard: If you do not have a mydlink-enabled router, use the Camera Installation Wizard to guide
you through setup and initial configuration of your camera. Refer to “Camera Setup Wizard” on page 15.

Manual Hardware Installation: This section shows you how to manually set up your camera, however in order to

use the mydlink features of your camera, you will still need to run the Camera Installation Wizard. Refer to “Manual
Installation” on page 17.

D-Link DCS-930L User Manual 10



Section 2 - Installation

Wireless Installation Considerations

The D-Link Wireless Network Camera lets you access your network using a wireless connection from anywhere within the operating range of your
wireless network. However, the number, thickness and location of walls, ceilings, or other objects that the wireless signals must pass through, may
limit the range. Typical ranges vary depending on the types of materials and background RF (radio frequency) noise in your home or business. The
key to maximizing wireless range is to follow these basic guidelines:

1. Minimize the number of walls and ceilings between your adapter and other network devices (such as your Network Camera) - each
wall or ceiling can reduce your adapter’s range from 3-90 feet (1-30 meters).

2. Be aware of the direct line between network devices. A wall that is 1.5 feet thick (.5 meters), at a 45-degree angle appears to be
almost 3 feet (1 meter) thick. At a 2-degree angle, it looks over 42 feet (14 meters) thick. Position your devices so that the signal
will travel straight through a wall or ceiling (instead of at an angle) for better reception.

3. Building Materials make a difference. A solid metal door or aluminum studs may weaken the wireless signal. Try to position your
access points, wireless routers, and other networking devices where the signal passes through drywall or open doorways. Materials
and objects such as glass, steel, metal, walls with insulation, water (fish tanks), mirrors, file cabinets, brick, and concrete will degrade
your wireless signal.

4. Keep your product at least 3-6 feet or 1-2 meters away from electrical devices or appliances that generate RF noise.
5. If you are using 2.4GHz cordless phones or other radio frequency sources (such as microwave ovens), your wireless connection

may degrade dramatically or drop completely. Make sure your 2.4GHz phone base is as far away from your wireless devices as
possible. The base transmits a signal even if the phone in not in use.

D-Link DCS-930L User Manual 11



Section 2 - Installation

Zero Configuration Setup

If you have a mydlink-enabled Cloud Router, you can take advantage of Zero Configuration Setup. Zero Configuration
automatically configures your camera’s settings for you, and adds the camera to your mydlink account automatically. This
type of setup allows you to set up your camera by simply plugging it in and connecting it to your router.

Connect your camera to your mydlink-enabled Cloud Router and Zero Configuration will automatically configure your
DCS-930L and add the camera to your mydlink account. After the short time it takes to do this you can remotely access your
camera from the website (http://www.mydlink.com) to manage and monitor your DCS-930L.

Connect the Ethernet Cable and Power Cable

Use the included Ethernet cable and plug it into the camera. Plug the
other end into an available port on your D-link Cloud Router. If you wish
to use your camera wirelessly, you will be able to remove the cable after
Zero Configuration Setup is complete. You can also plug the external power
adapter cable into the camera at this time.

Plug in the External Power Adapter

Plug the power adapter in to a wall outlet.

D-Link DCS-930L User Manual 12



Section 2 - Installation

Check Your mydlink Account

mydlink

FAQ | Support

Welcome, Mehta P

From any computer with an Internet connection, open a web browser and ty povces IR
login to your mydlink account. The mydlink page will check for new devices |\, %t oo [ somor |

and display a New device Found! pop-up notification in the bottom-left o e =3
Network Name(SSID) Taonet
corner. Click the notification to continue. — e
LANIP 192.168.0.1
@ 0080.3ke Connected Devices 5 device(s)
@ 0008.4Yks
Connection List
Device Device Name IP Address MAC Address Block
CardboardBox 192.168.0.110 00:262D:02.FE:FA.
- 192.168.0.120 04:54:53:50:53:18
HeiGuy 192.168.0.100 00:1A:92:E2:4D:C9
— 192.168.0.121 28:E0:2C:DC:0A:BE
- 192.168.0.101 FO:A2:25:AA8C:C3
Suspect List
Device Device Name Time MAC Address Block

DCS-930L

A summary and confirmation notification will appear with the automatically

configured details. Make a note of the details and click Yes to add the camera

to yOUI’ account Do vou want to add this new device to your mydlink

account?

Device Name: DCS-930L
mydlink Number: 44441252
Metwork name (SSID): ddddddd
Admin Password: 0ic953X7

You can change these default settings by aoing to
Advanced Settings after add it to your device list.

Not now Yes

D-Link DCS-930L User Manual
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Section 2 - Installation

Zero Configuration will navigate to the mydlink Live View tab for your camera
where you will see a screen similar to the following.

If you wish to connect your camera to your router wirelessly, you can simply
disconnect the Ethernet cable and move the camera to its intended location;
your router’s wireless settings have been automatically transferred to the
camera, and no further configuration is required.

Your camera is now set up, and you can skip to “mydlink” on page 20 to learn
more about the mydlink features of this camera, or to “Configuration” on
page 21 for advanced configuration of your camera.

Note: If you see a white haze when viewing in night vision mode, the
night vision light on the camera may be reflecting off a nearby surface. Try
repositioning and aiming the camera.

mydlink

D-Link DCS-930L User Manual
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Section 2 - Installation

Camera Setup Wizard
Windows Users

Insert the Installation CD-ROM into your computer’s optical drive to start the autorun program. If the Setup program does not automatically open
on your computer, go to Start > Run. In the box, type D:\autorun.exe (where D: represents the drive letter of your CD-ROM drive) and click OK.

Simply click Set up your Cloud Camera to go through the Setup Wizard, which will guide you step-by-step through the installation process from
connecting your hardware to configuring your camera and registering it with your mydlink account.

I

111 DCS-930LB1 Setup Wizard

Welcome

You will be able to set up your Cloud Camera

to use mydlink Cloud service, or you can
choose to have the camera run independently. O

Select your language

[ English = ]

Start P

Troubleshooting Downloads About

Copyright ® D-Link Corporation. All rights reserved.

If you do not have a CD-ROM drive, or the CD is missing, please download the Setup Wizard from http://www.mydlink.com/support

D-Link DCS-930L User Manual 15



Section 2 - Installation

Mac Users

Insert the Installation CD-ROM into your computer’s optical drive. On the desktop, open your CD drive and
double-click on the SetupWizard file.

Setupwizard

After about 20-30 seconds, the Setup Wizard will open, which will guide you step-by-step through the installation process from connecting your
hardware to configuring your camera and registering it with your mydlink account.

2\

my DCS-930LB1 Setup Wizard

Welcome
You will be able to set up your Cloud Camera

to use mydlink Cloud service, or you can
choose to have the camera run independently. o

Select your language

[ English = ]

Start P

Troubleshoating Downloads

Copyright © D-Link Corporation. All rights reserved.

If you do not have a CD-ROM drive, or the CD is missing, please download the Setup Wizard from http://www.mydlink.com/support

D-Link DCS-930L User Manual 16



Section 2 - Installation

Manual Installation

If you wish to set up your camera without using the Camera Setup Wizard, please follow these steps.

Note: In order to use the mydlink features of this product, you will need to go through the Camera Setup Wizard or Zero Configuration
Setup.

Connect the Ethernet Cable and Power Cable

Use the included Ethernet cable and plug it into the camera. Plug the other
end into an available port on your router. You can also plug the external
power adapter cable into the camera at this time.

Plug in the External Power Adapter

Plug the power adapter in to a wall outlet.

Configure Your Camera

Refer to “Configuration” on page 21 for information on how to configure your camera.

Optional: Use WPS to Connect Wirelessly

U

You can use WPS to connect your camera to your network wirelessly. For more information, refer to “WPS - Push Button Setup’
on page 18. If your router does not support WPS, you will still be able to set up your camera’s wireless settings in the camera’s web
interface.

D-Link DCS-930L User Manual 17




Section 2 - Installation

WPS - Push Button Setup

If your router supports Wi-Fi Protected Setup (WPS), you can create a secure wireless connection using the WPS Button on the back of the camera.
Please note that WPS setup only establishes a secure wireless connection, and you will still need to run the Setup Wizard to configure your camera.

To create a WPS connection: \
P

Press and hold the WPS button for three seconds. The blue WPS status LED above the
button will blink.

Step 2
Press the WPS button on your router within 60 seconds. The WPS button is usually on the ' ' I

front or side of your router. On some routers, you may need to log in to the web interface

and click on an on-screen button to activate the WPS feature. If you are not sure where the o = .
WPS button is on your router, please refer to your router’s User Manual. it fe :
s €
The DCS-930L will automatically create a wireless connection to your router. While
connecting, the green LED will flash and your camera will reboot.
WPS Button

D-Link DCS-930L User Manual 18



Section 2 - Installation

Mounting the Camera

To mount your camera on a wall or ceiling, please follow the steps below. It is recommended that you configure the camera before mounting.

Step 1 @ - N
The camera needs to be removed to expose the holes in the mounting base. Unscrew the \a\{%
camera head from the mounting base by turning counterclockwise. ﬁ
Step 2 @ N\
Use a flathead screwdriver to remove the base cover from the mounting base. Place the
mounting base where you want to position the camera and use a pencil to mark the holes.

. J

Step 3

Depending on the material of the wall or ceiling, use proper tools to drill two holes 25mm
deep with a 6mm drill bit where you marked. If the wall is made out of concrete, drill the
holes first, then insert the plastic anchors to support the screws.

Step 4

Place the mounting base over the holes that are in the wall. Make sure to align the mounting
base holes with the holes in the wall. Use the supplied screws to attach the mounting base
to the surface of the wall.

Step 5

Place the base cover on the base. Make sure to align the base cover notch, with the
mounting base for future removal. Afterwards, reattach the camera head onto the
mounting base.

Step 6
Adjust the angle of the camera as desired, then tighten the collar on the camera stem
to lock it in place.

D-Link DCS-930L User Manual



Section 2 - Installation

mydlink

After registering your DCS-930L camera with a mydlink account in the Camera Installation Wizard. You will be able to remotely
access your camera from the www.mydlink.com website. After signing in to your mydlink account, you will see a screen similar
to the following:

welcome, [Ray] & | Sign out m

PN
myd I I n k m Product Mobile App Support

DIR-619L

\ l l 20583217 Live View Settings

o DCs-930L
71123953

For more details on using your camera with mydlink, go to the Support section of the mydlink website and check the User
Manual section for your product to find the latest instruction guide for your camera’s mydlink features.

D-Link DCS-930L User Manual 20



Section 3 - Configuration

Configuration
Accessing the Web Configuration Utility

After completing the Camera Installation Wizard, you are ready to use your camera. The Conmect to 192.168.0.20
camera’s built-in Web configuration utility is designed to allow you to easily access and
configure your DCS-930L. At the end of the wizard, click Go To Camera, or enter the IP @a

address of your camera into a web browser, such as Internet Explorer”. To log in, use the User 1’;“" &
name admin and the password you created in the Installation Wizard. If you did not create a
password, the default password is blank. After entering your password, click OK. DCS-930L
User name: € admin M
Note: If you are directly connecting your PC to the camera, or if you are using the camera on ccmord:

a closed network, the default IP is 192.168.0.20.

[ remember my password

Please make sure that you have the latest version of Java application installed on your computer
to ensure proper operation when viewing the video in Java mode. The Java application can
be downloaded at no cost from Sun’s web site (http://www.java.com).

aaaaa

shows your TP camera's live video. You can control your setting:
esolution is 320x240.

When you connect to the home page of your camera, you will be prompted to download

ActiveX. If you want to use ActiveX to view your video images instead of Java, then you must _¢

download ActiveX.

01-01-2014 12:10:40 AM}

D-Link DCS-930L User Manual 21



Section 3 - Configuration

Live Video

The Live Video page lets you view the live video stream from your camera.

ActiveX: For Windows" Users that do not have Java installed, please choose this option to
view the live video stream.

Java: For Windows" users that have Java installed, you can also use this for viewing the [
IiVe Video Stream. N|aC users must Choose thlS mode tO VieW Video. Lﬂgnut EE;-,:Es:tctrssnoihtmrsmyg;vﬂ)l(;"rg.mems\we video. You can control your settings using the buttons below.
ActiveX Java

LIVE VIDEO
5030

01-01-2014 12:10:40 AM|

Setup
Wizard

You may choose to configure your network by using the Internet Connection Setup Wizard ] gl -
that includes step-by-step instructions. . .
BT/ | oooc DI vowc | oww | |

Otherwise, you may manually configure your connection using the Manual Internet — e
connection setup In this section, you can setup the [P camera's network interface settings. IF you are configuring | [l iance

— ‘this device for the first time, D-Link recommends that you click the Internat Connection Setup

Wizard button, and folow the instructions on screen. If you wish to modify or configure the 1P

_ camera settings manuzlly, click the Manual Internet Connection Setup button.

D mic

Image Setup |_Interet Connection Setup Wizard | | Manual Internet Connection Setup |
Sound Dete

FTP

Time and Dats

D-Link DCS-930L User Manual 22



Section 3 - Configuration

Internet Connection Setup Wizard

This wizard will guide you through a step-by-step process to configure your new D-Link | WELCOME TO D-LINK SETUP WIZARD - INTERNET CONNECTION SETUP

Camera and con nect the camera to the |nternet. This wizard will guide you through a step-by-step process to configure your new D-Link Carnera and

connect the camera to the internet.
s Step 1: Setup LAN Settings
. . s Step 2: Setup DDNS Settings
C||Ck Next tO Contlnue. e Step 3: Server Name Settings
.

Step 4: Setup Time Zone

] | e

+ DHCP Connection (by default), where your DHCP server will automatically assign |srapsswEEEmels

dynam |C IP to your deVice. Please select whether your camera will connect to the Internet with a DHCP connection, Static IP

address or PPPOE. If your camera is connected to a router, or you are unsure which settings to pick, D-
Link recommends that you keep the default selection of DHCP connection. Otherwise, click on Static IP
address to manually assign an IP address before clicking on the Next button.

- Static IP Address allows you to manually enter your network settings for the camera.

* DHCP Connection
(~ Static IP Address

« PPPoE connection, where your camera is directly connected to the Internet through R
a DSL modem. Subnet Mask  [255.255.255.0
Default Gateway I—
" PPPoE
Note: Input the DNS information if you have chosen and assigned a Static IP Address o —
for your camera. password [
Click Next to continue. ;:;::ZNS —
Bi;d(l% Canoe{l
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Section 3 - Configuration

If you have a Dynamic DNS account and would like the camera to update your IP address
automatically, enable DDNS and enter your host information.

Click Next to continue.

Enter a name for your camera. Click Next to continue.

Configure the correct time to ensure that all events triggered, captured and scheduled at

the right time. Click Next to continue.

This page displays your configured settings. Click Apply to save and activate the setting, or
Back to change your settings.

If you have a Dynamic DNS account and would lke your camera to update the IP address automatically,
enable DDNS and enter your host information below. Click on the Next button to continue.

 Enable
& Disable

Server Address

Fs ISe\ect Dynamic DNS Server [

Host Name

I
User Name |
Password |

Timeout |576 hours

] | e

D-Link recommends that you rename your camera for easy accessibility. Please assign 2 name of your

choice before dlicking on the Next button.

Camera Name | Dcs-saoL

] | o |

Please configure the correct time to ensure that all events are triggered, captured and scheduled at the
correct time and day and then click on the Next button.

Current Tima
Time Zone

29 Apr 2010 10:12:33 A.M.
[ (GMT-05:00) Eastern Time (US & Canada) =l

] e o |

Here is 3 summary of your camera settings. Click Back to review or modify the settings, or click Apply i
all settings are correct. Tt is recommended to note down this information for future access or reference.

IP Address DHCP Connection

IP Camera Name DCS-930L

Time Zone (GMT-05:00) Eastern Time (US & Canada)
DDNS Disable

Bock| soply | _cance |

D-Link DCS-930L User Manual
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Section 3 - Configuration

Network Setup

This section allows you to configure your network settings.

DHCP: Select this connection if you have a DHCP server running on your network and
would like a dynamic IP address to be updated to your camera automatically.

Static IP Address: You may obtain a static or fixed IP address and other network information from
your network administrator for your camera. A static IP address will ease you for
accessing your camera in the future.

« IP Address: The fixed IP address

+ Subnet Mask: The default value is “255.255.255.0." Used to determine if the
destination is the same subnet.

+ Default Gateway: The gateway used to forward frames to destinations
in a different subnet. Invalid gateway settings may cause the failure of
transmissions to a different subnet.

PPPoE Settings: If you are using a PPPoE connection, enable it and enter the User Name and
Password for your PPPoE account. You can get this information from your
Internet service provider (ISP).

Primary/ If needed, enter the IP addresses Primary and Secondary domain name servers
Secondary DNS: you wish to use.

HTTP Port: You may configure a Second HTTP port that will allow you to connect to
the camera via a standard web browser. The port can be set to a number
other than the default TCP ports 80. A corresponding port must be opened
on the router. For example, if the port is changed to 1010, users must type
http://192.168.0.100:1010 instead of only “http://192.168.0.100"

UPnP: Enable this setting to configure your camera as an UPnP device in the network.

UPnP Port Enable this to allow your camera to use UPnP to configure port forwarding on
Forwarding: your router.

You can configure your LAN and Internet settings here.
Save Settings Don't Save Settings

Dyn amic DN:
Subnet Mask  |255.255.255.0

Sound Detection

Static IP Address PPPoE

® DHCP
Connection
1P Address 192.168.0.20 User ID

Password
Default Gataway

E e
Secondary DNS
Time and Date

HTTP Port 80

upPnp ® Enable Disable
UPNP Port Forwarding Enable ® Disable

BONJOUR SETTINGS

Bonjour ® Enable Disable

Bonjour Name DCs-g30L

(Characters you may use in a Banjour Name: "upper or lower case
letters”, "numbers” and "hyphens”.

Save Settings Don't Save Settings

like.
LAN SETTINGS

D-Link DCS-930L User Manual
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Section 3 - Configuration

Bonjour: Enable this to allow other network devices to connect to this camera using

Bonjour.

Bonjour Name: Enter the name to identify this camera on Bonjour.

UPnP
UPnP Port Forwarding

* Enable Disable

Enable '® Disable

Bonjour
Bonjour Mame

BONJOUR SETTINGS

® Enable Disable

DCS-930L

(Characters you may use in a Bonjour Name: "upper or lower case
letters”, "numbers” and "hyphens".)

| Save Settings | Don't Save Settings
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Section 3 - Configuration

Wireless Setup

This section allows you to setup and configure the wireless settings on your camera.

SSID:

Channel:

Connection

Mode:

Site Survey:

Wireless Security
Mode:

WEP:

WPA-PSK /
WPA2-PSK
Settings:

Service Set Identifier, an identifier for your wireless network.

The default setting is channel 6. Select the same channel that is using by other E=-J[IIIETN__— BTN

wireless devices within your network. When there is interference from the
wireless networks that overlap with one another, you may change the channel
to obtain maximum performance for your connection.

Use Infrastructure if you are connecting your camera to a wireless router or
access point. Use Ad-Hoc if you are wirelessly connecting to your PC without a
wireless router or access point.

Click this to scan for available wireless networks to connect to. You will then be
able to select a wireless network to use from a list.

For security, there are three choices; None, WEP, and WPA-PSK / WPA2-PSK.
Select the same encryption method that is being used by your wireless device/
router.

If you choose WEP as your wireless security mode, enter the key(password) for
your wireless network.

If you choose WPA-PSK/WPA2-PSK as your wireless security mode, enter the
key(password) for your wireless network.

eless satup
Motion Detection

Sound Detection

Helpful Hints..

In this section, you can configure the wireless settings of your camera.
Save Settings Don't Save Settings

® Enable Disable

BASIC WIRELESS SETTINGS

ssID dink
Channel [
Connaction Mode

® Infrastructure Ad-Hoc

Site survey

WIRELESS SECURITY MODE

Security Mode Hone WEP  [®)WRA-PSK | WPAZ-PSK

WPA-PSK | WPA2-PSK SETTINGS

Pre-Shared Key PSK12345 (8-63 ASCII or 64 HEX characters)

Save Settings Don't Save Settings
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Section 3 - Configuration

Dynamic DNS

DDNS allows you to access your camera using a domain name instead of an IP address. To do this, you will need to have an account with one of the
DDNS services listed in the drop-down box on this page.

Enable: Click to enable the DDNS function.

Server Address: Select your Dynamic DNS Server from the pull down menu.

. The Dynamic DNS feature allows you to host a server (Web, FTP, Camera, etc...) using a domain
Host Name: Enter the host name for your DDNS account. el T R e i e
o your IP Camera regardless of your 1P address.
. ! i 5:\42 Settings Don't Save Settings
User Name: Enter the user name for your DDNS account. : :
® Enable Disable
Server Address << | Select Dynamic DNS Server ¥

Password: Enter the password for your DDNS account. o e ’

User Name

Password

Timeout: Enter the number of hours to wait before updating the DDNS server if the public
IP address has not yet changed.

Timeout 576 hours

| save Settings Don't Save Settings
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Section 3 - Configuration

Image Setup

This section allows you to configure the image settings for your camera.

Enable Anti Select this box to enable anti flicker.
Flicker:

Flip Image: Select this box to vertically flip the video.
Mirror: Select this box to horizontally flip the video.

Note: If the camera is installed upside down, Flip Image and Mirror should both
be checked.

Brightness Allows you to adjust the brightness level.
Control:

Contrast Control: Allows you to adjust the contrast level.

Saturation Allows you to adjust the saturation level.
Control:

D-Link

HELP

DCS- B1) // LIVE VIDEQ SETUP MAINTENANCE STATUS

Dynamic DN:
Image Setup

w;

Logout
——

ir tup
o
Motion Detection
a
TP
e and Date
ogou

In this saction, you can configur the image settings for your camera.

Save Settings Don't Save Settings

Enable Anti Flicker

Flip Image

Miror

Brightness Control 40 v
Contrast Control 40 v

Saturation Control 40 v

Save Settings Don't Save Settings

Helpful Hints...

¥
option whenitis
ry.

Flip Image - Fiip the

image vertcally

rror - Fip the image

Control -
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Section 3 - Configuration

Video

This section allows you to configure the video settings for your camera.

Encode Type: This shows the compression format used for this video profile.

Resolution: Select the desired video resolution from three formats: 640x480, 320x240,
and 160x120. Higher resolutions provide better quality, but will require more

netwo I’k ba n dWI dt h . u In this section, you can configure the camerz video quality, resolution, and frame rate.
Save Settings Don't Save Settings

FPS: Select the desired FPS to use, or select Auto. Higher settings will provide ————— -
smoother video, but will require more network bandwidth.

N '
JPEG Quality: Select one of five levels of image quality: Highest, High, Medium, Low, and *

JPEG 320x240 ¥ Aut ¥ Medum ¥ Image ¥

Save Settings Don't Save Settings Ipeg Quality - Default
Lowest.

value is Medium.

Light Frequency - 2
options, 50 or 60 Hz.
Defalt value o €0 H

View Mode: Select the mode for viewing the camera image. Select Image for a still images,
ActiveX for Internet Explorer, or Java for other web browsers.

Light Frequency: Select the proper frequency (50Hz or 60Hz) to reduce image flicker.
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Section 3 - Configuration

Audio

This section allows you to configure the audio settings for your camera.

Note: Please wait a few seconds for the camera to adjust the audio after making changes

Audio Settings: You may Enable or Disable the camera audio feed.

Volume Settings: Select the desired volume percentage level.

up Save Settings Don't Save Settings

a's
’
*® Enable Disable o
Audio

Motion Detection

80 v
Sound Detection

Mail

Save Settings Don't Save Settings
TP
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Section 3 - Configuration

Motion Detection

Motion detection enables the camera to monitor the video feed for movement.

Motion Select this box to enable the motion detection feature of your camera.
Detection:

Time: Set the times when detection should be active. You can set this to Always, or you
can create a schedule by selecting the days and time period detection should
be enabled.

Sensitivity: Specifies the measurable difference between two sequential images that would
indicate motion. Please enter a value between 0 and 100.

Detection Areas: Use your mouse to click on the blocks that you would like to monitor for motion.

In this section, you can configure the motion detection settings for your camera.

Please note that your computer needs to have Java instaled in order to view the motion detection configuration window.
If you do not see the live video below, please visit hitp://wwujava.com to download and instal Java.

Save Setfings Don't Save Settings

MOTION DETECTION SETTINGS

Motion Detection ® Disable

Enable

Time Always
Schedule
Day Mon | Tue . Wed . Thu ' Fri ' /Sat | Sun
Time Period Start : |00:00:00 (Example : 06:30:00)
Stop : 00:00:00 (Example = 22:30:00)
Sensitivicy 20 | % (0~100%, high sensitivity makes the motions easier to be detected.}
Detection Areas Use mouse to click the blocks where you want to menitor for motion.

Save Setfings Don't Save Settings
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Section 3 - Configuration

Sound Detection

Motion detection enables the camera to monitor the environment for loud sounds. You may set the volume threshold used to determine whether

sound was detected or not.

Sound Detection: Select this box to enable the sound detection feature of your camera.

Time: Setthe timeswhen detection should be active. You can set this to Always, or you
can create a schedule by selecting the days and time period detection should
be enabled.

Detection Level: Setthevolume level that must be exceeded for the camera to determine whether
a loud sound was detected or not. Please note that the volume numbers are
approximate; use the live monitor graph below to help you set an appropriate
level.

DCS-930LB1, // LIVE VIDEO SETUR m STATUS HELP

ke e

Plezse note that your computer needs to have Java instaled in order to view the sound d8/Time window. I you do not
see the sound dB/Time window below, please vist http://www.java.com to download and install Java.

Save Settings Don't Save Settings

age Setu
_ SOUND DETECTION SETTINGS
Sound Detection Enable  ® Disable

Schedule
R oar Mon UTue wed i LEs Csat Disun
Time Period Start : [00:00:00 (Example : 06:30:00)
Stop : [00:00:00 (Example : 22:20:00)
Detaction Lavel %0 v/ dB

Time

Save Settings Don't Save Settings
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Section 3 - Configuration

Mail
This section allows you to configure the e-mail notification settings for your camera.

SMTP Server This is the domain name or IP address of your external e-mail server.
Address:

SMTP Server This is the port used by your external e-mail server.

This section allows you to setup and configure the email notification settings for your camera. If
Port: your detais change or you are experiencing ssues with alert notfications, you may need to

modify these settings.

Save Settings Don't Save Settings

Sender E-mail This is the e-mail address of the account sending the camera snapshots.
Audio SMTP Server Address
Address: _
. SHTP Server Port = (efaut 525)

nd Detectio Sender E-mail Address

Receiver E-mail Address

Receiver E-mail This is the e-mail address to send the snapshots to.
Address: Tine znd oate

Logout.

I

User Name
Password

Use SSL-TLS/STARTTLS @ Ng ' §5L-TLS ' STARTTLS

TIME SCHEDULE

Enable the emaiing of mages to an emal account

User Name: If the SMTP server uses authentication, you must enter your user name here.

Alwzys Enable the emailing of
images to an email
Schedule

Day Mon Tue Wed Thu Fri Sat Sun
Time Period Start : 00:00:00 (Example : 06:30:00)
Stop : |00:00:00 (Example = 22:30:00)

Password: This is the password that corresponds to your user name to connect to the SMTP
server.

Motion/Sound Detection
E-mail frame immediately
E-mail attached with & frames (3 frames before and 3 frames after detection)
Frame interval time : |1 ¥ | second

For example, if you want to use Gmail by SSL-TLS for the e-mail notification, you can follow the setup
procedure as below:

E-mail Interval |300 Seconds

TEST E-MAIL ACCOUNT

Step 1 - Enter “smtp.gmail.com”in SMTP Server Address.

Step 2 - Change the SMTP server port number from 25 to 465.

Step 3 - Enter your gmail E-mail address in Sender E-mail Address.

Step 4 - Enter the destination E-mail address in Receiver E-mail Address.

Step 5 - Enter the user name required to access the SMTP server.

Step 6 - Enter the password required to access the SMTP server.

Step 7 - Select SSL-TLS and then click Save Settings.

Step 8 - Click the Test button to send a test e-mail will be sent to the e-mail account listed above.

A test e-mail wil be sent to the e-mail account listed above.

Save Settings Don't Save Settings

Note: You can also use STARTTLS which will use SMTP server port 587.

Note: If you want to use the Yahoo SMTP server, the SMTP server address will be different between
each registered region, and only supports using SMTP server port 465 for SSL-TLS.
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Section 3 - Configuration

Enable e-mail Enable this option to allow snapshots to be sent using the settings entered

image to e-mail above. Enable the emailing of images to an email account
account: Awaye
Choosing Always will start sending snapshots to the recipient’s e-mail account Schedule
right away. Choosing Schedule will allow you to schedule when to start and i?ﬂ'e perod Sam ot “"e(”ExamDL“‘:‘DS:BE:‘DD] sat o sun
stop the sending of snapshots to the recipient’s e-mail account. Stop : D000 | (Bxample : 22:30:00)
Motion/Sound Detection
Select Motion/Sound Detection if you would like to send snapshots when e e e (3 fiames befors and 3 frames sfer detection)
motion or sound is detected. You can choose to E-mail frame immediately Frame interval time : [ v | second
to send a snapshot taken when motion/sound was detected, or use E-mail E-mail Interval [300 | Seconds
attached with 6 frames to include snapshots before and after the detected
event. The Frame interval time determines the time between each snapshot.
A test e-mail will be sent to the e-mail account listed above. | Test |
E-mail Interval: This will set the interval between snapshot e-mails.
Save Settings Don't Save Settings

- If Always is selected, e-mails will be sent according to this interval.

« If Schedule is selected, e-mails will be sent according to this interval during
the times and days specified in the schedule.

« If Motion/Sound Detection is selected, e-mails will be sent according to this
interval while motion or sound is being detected.

Test E-mail This will send a test snapshot by using the e-mail settings specified above.
Account:
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Section 3 - Configuration

FTP

This section allows you to configure the camera to send snapshots to an FTP server.

Host Name: This is the IP address of the FTP server that you will be connecting to.

Port: Default is port 21. If changed, external FTP client program must change the
server connection port accordingly.

In this section, you can configure the camera to send images to an FTP server. Thisis the IP address of
Save Settings Don't Save Settings the FTP server that you wil

be connecting to.

User Name: Specifies the user name to access the external FTP server. If you are to upload pors

Image Setup The default port is 21.

snapshots to an FTP server you will need to fill in the Domain name or IP address Host e

. . por = (oot 21
of your external FTP server. The following user settings must be correctly .
configured for remote access. passuore

Path v Passive mode - Enbling
e
i FTP

Passive Mode ® Yes Mo

TIME SCHEDULE

Enable uploading of
images to an FTP

Password: Specifies the password to access the external FTP server.

Enable uploading of images to an FTP server

Always
Schedule
Day Mon | Tue | Wed /Thu [ Fi | Sat | Sun
Time Period Start : [00:00:00 (Example : 06:30:00)

Stop : [00:00:00 (Example : 22:30:00)

Path: Specifies the destination folder in the external FTP server.

Passive Mode: Enabling passive mode will allow access to an external FTP server if your camera
is behind a router protect